
LA-INTEGRATED

Charcoal Filters

Duct Size (6 metre Max)

Metal Grease Filters

Fuse Type EEI Rating Motor

Warranty Lighting 

Remote Control Switch Type

2x Round 6
1 filter each side of the motor*

125mm Minimum
(150mm Recommended)

LA-60-INTEGRATED  x2 250x223
LA-90-INTEGRATED  x3 250x223
*You must measure your mesh grill size. Older
models might have different sizes to current models* 

3 amp A+ Brushless 780m³/hr

5 years Parts & Labour 
(Subject to Registration)

2x 4w Colour Adjustable LED’s 
2950° - 6500°Kelvin

N/A Push Button

Box Dimensions (CM) & Weight
  Box   Net Weight  Gross Weight 
LA-60-INT 62x37x54  10.5Kg  12.30Kg 
LA-90-INT 92x37x54  13.3Kg  15.50Kg

Min Distance from Hob
Electric: 650mm
Gas: 750mm

Max. 325

Min.  275

400

120 598 / 898558 / 858

332

150

Noise Levels DB/A

Speed 1 Speed 2 Speed 3 Boost Function

60cm (Unrestricted)

Extraction Rate 

220m³/hr 375m³/hr 530m³/hr 720m³/hr

46 DB 66 DB56 DB 71 DB

Noise Levels DB/A

90cm (Unrestricted) 220m³/hr 382m³/hr 545m³/hr 735m³/hr

46 DB 66 DB56 DB 71 DB


